HF Transmitter-to-Antenna Interface
Balun Transformer

CREATE

% Broadband

% Low Insertion Loss
% Rugged Construction

Offering a wide range of transformation ratios in
the 2 to 30MHz frequency range. Couples 50,75
ohm unbalanced coaxial transmitter output to a

50,75,300 or 600 ohm balanced input, open-wire
transmission line or, conversely, couples a 300 or
600 ohm line to a 50 or 75 ohm unbalanced
antenna input Equipped with panel receptacle
type coaxial input connector on all baluns and the
balanced outputs are through ceramic
feed-through bushings. Transmitting baluns are
supplied with spark gaps for lightning protection.

SPECIFICATIONS
Specifications Common to All CD Baluns

Fregeng:y Range 2~30 MHz

Insertion VSWR Less Than 1.2:1

Voltage Balance Less Than 5 %

Insertion Loss Less Than 0.3 dB

Ambient Temperature Range  -40 °C to +50 °C

Relative Humidity up to 95 %

Lightning Protection External Spark Gaps

Mode Z-in/Z-out | Power Capability | Max. Load Connector Case Outline | Weight

ohms Average/PEP VSWR Female

CB4K/50 50/50 1/ 2kW 3:1 N CB4K 1. Tkg
CB4K/200 50/200 1/ 2kW 3:1 N or LC CB4K 2kg
CB4K/300 50/300 1/ 2kW 3:1 N or LC CB4K 2kg
CB4K/600 50/600 1/ 2kW 3:1 N or LC CB4K 2kg
CB10KB/50 50/50 10/20kW 3:1 7/8”EIA CB10KB 9. 5kg
CB10K/200 50/200 5/10kW 3:1 7/8”EIA CB10K 10kg
CB10K/300 50/300 5/10kW 3:1 7/8”EIA CB10K 10kg
CB10K/600 50/600 v 5/10kW 3:1 7/8”EIA CB10K 10kg
CB20KA/200 50/200 10/20kW 2.5:1 1-5/8"EIA CB20KA 12kg
CB20KA/300 50/300 10/20kW 2.5:1 1-5/8"EIA CB20KA 12kg
CB20KA/600 50/600 10/20kW 2.5:1 1-5/8”EIA CB20KA 12kg
CB30K/200 50/200 10/30kW 3:1 1-5/8”EIA CB30K 36kg
CB30K/300 50/300 10/30kW 3:1 1-5/8”EIA CB30K 36kg
CB30K/600 50/600 10/30kW 3:1 1-5/8”EIA CB30K 36kg







